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Product Description 
 
 
 

3444 Paper Box Sealing tape is made from non-siliconised flat-back impregnated paper 
coated with a natural rubber adhesive.  This self-adhesive tape has a high tack and is 
suitable for hand carton sealing applications. 

 
 
    

Applications 
 

Mostly used for single strip closure of lightweight boxes, recooperage and 
miscellaneous packaging. 

 
 
    

Physical Properties 
Not for specification purposes 

Adhesive Type 
 

Natural Rubber  

 Backing 
 

Non-siliconised Flat-Back Impregnated Paper 
 

 Total Thickness 0.110 mm 
 

 Colour 
 

Brown 

 Storage Conditions Store behind present stock, in a clean dry place. 
Temperature of 64 - 70°F (18-21°C) & 40-50% Relative 
Humidity are recommended.  Under correct storage 
conditions the tape maintains its characteristics for one 
year (shelf life). 

 
 
    

Recommended 
Dispensers 
 

Hand Held : H 180 
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Performance 
Characteristics 
Not for specification purposes 

Adhesion  
 

2.4 N/cm 
 

 Tensile Strength 35 N/cm 
 

 Elongation at Break 
AFERA 4005 

 

7-10 % 
 

 
 
 
 
 
  

Features/Advantages/ 
Benefits 

Features Advantages Benefits 
 

 Non-siliconised Flat-Back 
Impregnated Paper Backing 

Alternative to a Filmic 
Backing 
 

Widens the Customer 
Choice 

 Natural Rubber Adhesive High Tack Maximum Holding with 
Minimum Rub-down 
 

   Adheres to a wide variety of 
surfaces 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3M and Scotch are trademarks of the 3M Company. 

Values presented have been determined by standard test methods and are average values not to be used for specification purposes. 
Our recommendations on the use of our products are based on tests believed to be reliable but we would ask that you conduct your 
own tests to determine their suitability for your applications. 
This is because 3M cannot accept any responsibility or liability direct or consequential for loss or damage caused as a result of our 
recommendations. 
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3M United Kingdom PLC 
3M House,  
28 Great Jackson Street, 
Manchester, 
M15 4PA 
 

Product Information : 
 
Tel   0870 60 800 50 
Fax   0870 60 700 99 

3M Ireland 
3M House, Adelphi Centre, 
Upper Georges Street, 
Dun Laoghaire,Co. Dublin, 
Ireland 

Customer Service : 
 
Tel    (01) 280 3555 
Fax    (01) 280 3509 
 


